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CONTROLLER SPECIFICATIONS:
OPERATING VOLTAGE: 12-30 VDC
MAXIMUM CURRENT: 8 AMPS

NOT SUPPLIED BY AIR SQUARED. SHOWN FOR 1.
CUSTOMER USE.
SEE PUMP DATASHEET FOR OPERATING VOLTAGE.2.

FOR ONBOARD SPEED CONTROL (SPEED POT). 3.
STANDARD CONFIGURATION. 
FOR EXTERNAL SPEED CONTROL. SET SPEED POT FULLY 4.
CCW. OPTIONAL CONFIGURATION. 
JUMPER REQUIRED: PINS 12,13,14. TO RUN IN REVERSE, 5.
CUT JUMPER TO PIN 13.

TO READ RPM, CONNECT TACHOMETER. 6.
(-) TO PIN 6 AND (+) TO PIN 8 OF CONTROLLER
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CONFIDENTIAL.
THIS DOCUMENT AND 
THE DATA DISCLOSED 

HEREIN OR HEREWITH IS 
NOT TO BE 

REPRODUCED, USED, OR 
DISCLOSED IN WHOLE 

OR IN PART TO ANYONE 
WITHOUT THE 

PERMISSION OF AIR 
SQUARED, INC.
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